USB  AUDIO  TRANSMITTER

Feature Introduction :
· USB2.0 full speed compatible.
· Support Windows xp、Windows 2000、VISTA 32 bit operating system.
· Transmission frequency range is 76~108MHz, you can choose the step turning in  50KHz、100KHz and 200KHz.
· Transmission power and transmission gain is adjustable.
Connect method :
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Figure  1

As shown above, using USB extension cable to connect transmitter and PC
Operating interface :
· Main interface：
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Figure  2
PA-VALUE：Change transmission power to change distance of transmitter, suggest choosing max value. 
· Set interface：
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Figure  3
TX-GAIN ：Transmission gain adjustment, moving the slider can change the volume and the distortion ，suggesting choosing default value.
Software install step:

· Double-click the left key of mouse button
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Figure  4
· Start to install software
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Figure  5
Click“Next” into the next interface
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Figure  6
Click “Browse” can choose install directory or directly click “Next” to install in the default directory. 
Default create initiatory folder and name folders.
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Figure  7
Whether or not create a desktop icon, click “Next” into the next interface
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Figure  8
Click “Next” into the next map interface
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Figure  9
Click “Install” button into the install progress interface, after installation the icon showing as follows ：
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Figure  10
Click “Finish” to complete the installation then exit 
Hardware connect :
· Plug USB Audio Transmitter 

 The lower right corner of desktop shows 
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Figure  11
Waiting for appearing
[image: image12.png]S
Pt





Figure  12
Entering into normal status
· Click “USB Audio” Play key, Display interface as follows， Transmitter has started work .
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Figure  12
At this time using the receiver, can realized the wireless receiver.
Making use of receiver at this time，adjusting to matching frequency to achieve wireless receiver
Abnormity problem management : 
· If you open the "USB Audio", appeared in Figure 12 interface, if you use the receiver can’t

receive the correct signal, operating as the following steps.

Open the control panel, select sound and audio device, double-click the left key of mouse for the

icon
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Figure  13
Select audio
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Figure  14
Check the default sound play device whether is “B-LINK USB Audio” or not.
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Figure  15
If not “B-LINK USB Audio”, choose “ B-LINK USB Audio” option , click confirm button and exit. Then click the “USB Audio” software’s play button. Device start to work normally at once
· When received volume distortion, should adjust TX-GAIN value in the setup interface.
